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d) The equipment has not been working well or you cannot get it work according to User’s Manual.
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2

units. It features an “all
call” button, busy line signal and auto

 

 Up to 64 zone memories with 8 addressing zones per memory (512 zones through expansion keyboards)

 8 memories for events EXEO system 

 Recall (until 1 minute)

 Chime/No chime

 External microphone input

 Volume Adjustment

 System evacuation condition indicator

 System fault indicator

 Link system indicator

 Zone memory selection indicator

 Conceded word indicator

 Busy bus indicator

 8 zone memory indicators

 Keyboard lock

 Zone memories shortlist memory

 DSA ( Dynamic Sound Adjust)
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 EMG: “EMERGENCY” 

 FLT: “FAULT” 

 LINK: “LINK” 

 

 CW: “CONCEDED WORD” 

 BSY: “BUSY”
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Illustration 4: External microphone input 
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Table 1: External microphone input 
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Illustration 5: ACSI Bus Input 

 

 

 
Illustration 6: USB Port 
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Illustration 5: ACSI Bus Input 

 

 

 
Illustration 6: USB Port 

 

 

 

 

 

 
 

Page 11 sur 20 
 

 

4.1 

“POWER” connector on the rear part of the equipment or power it directly from the ACSI bus. 

4.2 

4.3 

4.3.1 

4.3.2 
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9. TECHNICAL FEATURES 

Model EVP 

Power Supply 4.5− 5.5V DC, 1 x miniUSB tipo AB 

Power Consumption 230 mA max 

Expansion Keyboard Consumption 40 mA max 

Frecuency Response 200 Hz ˘ 15000 Hz (+/− 2dB) 

Signal to noise ratio >98dB, A−weighted 

Sensitivity −43 dB (1KHz) 

Directionality Axial with hypercardioid type diagram 

Type of transducer Condenser 

DSP Integrated. 48 kHz, 24 bits ˘ 172 MIPS 

External microphone input 1 x Unbalanced audio 15mV, 47Ω, 3Pin, 3.5mm miniJack type fo
r dynamic microphone 

ACSI Bus  2 x Identical ACSI ports: Balanced audio 1Vp, 0,707Vrms. 10K 
Ω, female RJ−45, Total 1000m. / 3280ft 

Expansion Port 1 x Pin row, 2 rows x 5 female contact 

Indicators Condition: Emergency, Fault 
Link, Busy line, Conceded Word, zones selection.  
Iluminated ring in gooseneck for conceded word  

Buttons 3 special function buttons: Memory, Events and Cancel 
Automatic recall, all zone memories selection/deselection button  
8 zone memory buttons botones de memoria de zona 
1 TALK button 

Functions Prior notice tone, recall, zone memories, DSA, system events la
unching. Directionality until 512 system zones.  

Gooseneck length 350mm / 13,75˜ 

Dimensions without gooseneck (WxHxP) 86 mm x 65mm x 190mm / 3,38˜ x 2,56˜ x 7,48˜ 

Operating conditions −5 ºC to +45 ºC / 23 ºF to 113 ºF 
5% to 95% Relative Humidity (no condensation) 

Finish Front: Fe, Grey RAL 7016 
Base: Fe, Black RAL 9005 

Weight 1 Kg  

EVP accesories 1 x miniUSB AB male to USB A male 
1x Power Supply USB connector Type C (EU Type) 
1 x Ethernet cable 2m / 6,56ft. 
1 x Pop filter 

Expansion keyboard accesories 1 x expansion port adaptor 2 x 5 contacts male−male 
1 x connecting piece toEVP 
4 x countersunk screw (3 x 5 mm) 
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