MICROPOWER PS400

Welcome to BEHRINGER

Thank you for showing your confidence in us by purchasing the BEHRINGER MICROPOWER
PS400. Use this ultra-compact phantom power supply with mixers and microphone
preamplifiers that do not include phantom power sources. The PS400:

o supplies phantom power (+12 V or +48 V) to any type of condenser microphone
»  routes the microphone signal to a mixer or a microphone preamplifier
{0  Pleaseread the safety instructions that appear at the end of this document.

Connectors and Control Elements
This section illustrates and describes each PS400 connector and control element.
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Fig. 1: PS400 connectors and control elements

12 V= connector:
To connect the power supply unit to the PS400, use the 12V connector. Connecting the
power supply unit to the mains automatically switches the PS400 on. To disconnect
the unit from the mains, pull out the main cord plug.

ON LED:
As soon as the unit is connected to the mains, the ON LED is illuminated.

MICINPUT connector:

To send a microphone signal to the PS400, you need an audio cable thatincludes XLR

connectors. Plug:

one XLR connector into the MICINPUT connector

the other XLR connector into the condenser microphone

MICTHRU connector:
To route the microphone signal from the PS400 to a mixer or a microphone
preamplifier, you need an audio cable that includes XLR connectors. Plug:

o oneXLR connector into the MIC THRU connector

the other XLR connector into the micinput of a mixer or, alternatively a
microphone preamplifier

+12V/+48 V PHANTOM VOLTAGE switch:
To select the voltage that you need, push this switch toward +12 V o, alternatively
+48 V. For details about what value to use, refer to instructions from the
microphone manufacturer.

SERIAL NUMBER: To register the unit, use the serial number that is located on the bottom
of the PS400.

Setup Example
The following is an example of how to set up the PS400:
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Fig. 2: PS400 setup example

Warranty

For the applicable warranty terms and conditions and additional information
regarding MUSIC Group’s Limited Warranty, please see complete details online at
WWW.music-group.com/warranty.

behringer



MICROPOWER PS400

Specifications
Mic Input and Mic Thru
Type XLR connector balanced
Phantom Power Supply
Voltage (switchable) +12Vor+48V

Power Supply

Mains connector external power supply, 12 V= /150 mA

Mains Voltage

ES Instrufciones de
seguridad

1) Lea las instrucciones.
2) Conserve estas instrucciones.
3) Preste atencién a todas las advertencias.
4) Siga todas las instrucciones.
5) No use este aparato cerca del agua.
6) Limpie este aparato con un pafio seco.
7) Noinstale el equipo cerca de fuentes de calor.
8) Proteja los cables de suministro de energia de tal forma que no sean pisados o doblados.
9) Use tinicamente los dispositivos o accesorios especificados por el fabricante.
10) Desenchufe el equipo durante tormentas o si no va a utilizarlo durante un periodo largo.
11) Confie las reparaciones tinicamente a servicios técnicos cualificados. Se requiere mantenimiento siempre que la
unidad haya sufrido algtn dafo.

BaxHble yKa3aHuA no

4) CnepyiiTe BCeM UHCTPYKLMAM N0 06CNYXKWUBaHMIO.
5) He nonb3yiitec npu6opom B HeNOCPeACTBEHHOI GAU30CTH OT BOADI.

USA/Canada 120V~, 60 Hz R exHuKe 6e3onacHocTu
China/Korea 220V~, 50 Hz 1) MpoumTaiite 3T yKa3aHua.
U.K./Australia 240V~, 50 Hz 2) Coxpanre stu yasauis.
. ! 3) Bl iiTe sTn
Europe 230V~,50 Hz
Japan 100¥~,50- 60 Hz 6) Mpotupaiite npubop cyxoil TpANKOIA.
Power consumption approx.2W

Dimensions/Weight

Dimensions (Hx D x W) approx.2%x1%x4"
(approx. 58 x 32 x 103 mm)

approx. 0.8 1bs /0.36 kg

Weight

BEHRINGER is constantly striving to maintain the highest professional standards. As a result of these efforts,
modifications may be made from time to time to existing products without prior notice. Specifications and appearance
may differ from those listed orillustrated.

Important Safety
EN Instructions

1) Read these instructions.

2) Keep these instructions.

3) Heed all warnings.

4) Follow all instructions.

5) Do not use this apparatus near water.

6) Clean only with dry cloth.

7) Do not block any ventilation openings. Install in accordance with the manufacturer’sinstructions.

8) Do not install near any heat sources such as radiators, heat registers, stoves, or other apparatus (including amplifiers)
that produce heat.

9) Do not defeat the safety purpose of the polarized or grounding-type plug. A polarized plug has two blades with

one wider than the other. A grounding type plug has two blades and a third grounding prong. The wide blade or the
third prong are provided for your safety. If the provided plug does not fit into your outlet, consult an electrician for
replacement of the obsolete outlet.

10) Protect the power cord from being walked on or pinched particularly at plugs, convenience receptacles, and the point
where they exit from the apparatus.

11) Only use attachments/accessories specified by the manufacturer.

12) Use only with the cart, stand, tripod, bracket, or table specified by the manufacturer, or sold with the apparatus.
When a cart is used, use caution when moving the cart/apparatus combination to avoid injury from tip-over.

13) Unplug this apparatus during lightning storms or when unused for long periods of time.

14) Refer all servicing to qualified service personnel. Servicing is required when the apparatus has been damaged in any
way, such as power supply cord or plug is damaged, liquid has been spilled or objects have fallen into the apparatus,
the apparatus has been exposed to rain or moisture, does not operate normally, or has been dropped.
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7) He pacnonaraiite npu6op pAAoM C UCTOYHUKAMM Tenna.
8) NlpoknapbiBaiite ceTeBoii kabenb Takum 06pasom, YTo6bl OH 6bIN 3aLNLLEH OT 06YBU M OCTPbIX KPOMOK U He MO

6biTb NOBPEXAEH.

9) N fiTe TONbKO p Tenem eNlbHble Npubopbl/np ™.

10) BolHumaiiTe BUNKY U3 PO3€TKU NPU rPoO3e U ANKU-TeNbHbIX NepepbiBaXx B IKCnyaTaLuu npubopa.

11) Nopyuaiite pabot no o6 npubopa Tonbko Guump nepcoHany cepBucHoit

cnyx6bl. TexHuueckoe 06cnyxuBaHue Tpebyetca ecnu npubop 6bin Kakim-To 06pa3om NOBpeX/eH.
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FR Consignes de securite

1) Lisez ces consignes.

2) Conservez ces consignes.

3) Respectez tous les avertissements.

4) Respectez toutes les consignes d'utilisation.

5) N'utilisez jamais I'appareil a proximité d'un liquide.

6) Nettoyez I'appareil avec un chiffon sec.

7) Ne placez pas I'appareil a proximité d'une source de chaleur.

8) Installez le cordon d'alimentation de telle fagon qu'il ne puisse pas étre endommagé.

9) Utilisez exclusivement des accessoires et des appareils supplémentaires recommandés par le fabricant.
10) Débranchez I'appareil de la tension secteur en cas d'orage ou si I'appareil reste inutilisé pendant une longue période
de temps.

11) Les travaux d’entretien de I'appareil doivent étre effectués uniquement par du personnel

MUSIC Group accepts no liability for any loss which may be suffered by any person who relies either wholly or in part upon any description, photograph,
or statement contained herein. Technical specifications, appearances and other information are subject to change without notice. All trademarks are the
property of their respective owners. MIDAS, KLARK TEKNIK, LAB GRUPPEN, LAKE, TANNOY, TURBOSOUND, TC ELECTRONIC, TC HELICON, BEHRINGER
and BUGERA are trademarks or registered trademarks of MUSIC Group IP Ltd. © MUSIC Group IP Ltd. 2017 All rights reserved.



