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MASTER

CONFIGURATION PA

VA MP3MEMORY DISK

POWER ON

SYSTEME OK

SYNTHESIS FAULT

ALARM

SYSTEM FAULT

MESSAGE FAULT
ZONES DISEBLED

FUSE FAULT

EVAMATRIX    EVM

DYNAMIС MICROPHONE
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POWER

MEMORY

MEMORY UPPOWERCD - 5000 - B

SLEEP MO / ST BAND
TUNING TUNING

TA TA TA TA

AM / FM RDS TUNER SYSTEME ANTI SHOCK CD & CARD READER RAN
ENTER

AUX IN
SD CARD

BT  ANT.
PROG.

POWER
FOLDER SKIP PLAY / IIREV. F.WD

MODE

ID3
PAIR
STOP

M

BATTERY

12V
120Ah

BAT12V120AH

BATTERY

12V
120Ah

BAT12V120AH

AES 24V/MS 150 � �������

POWER ON

SYSTEM OK

FAULT

POWER

NETWORK

SYSTEM

DPN-240Q DIGITAL POWER AMPLIFIER

SIG -10dB CLIP PRT

DISABLED AMP FAULT LINE FAULT

CH 1

SIG -10dB CLIP PRT

DISABLED AMP FAULT LINE FAULT

CH 2

SIG -10dB CLIP PRT

DISABLED AMP FAULT LINE FAULT

CH 3

SIG -10dB CLIP PRT

DISABLED AMP FAULT LINE FAULT

CH 4

Multi-Source Player
CD 5000-BTUNER CD

1P shielded twisted + screen
Recommended: LiYCY-CY

BA XLR

2

3

1

COR 10 / COR 04

XLR female / XLR male
10m / 1mHF microphone set

MICRO-HF EW-D Main

HF

Micro call station
RM-VA 1000

MIC
Call

Cable S/FTP (RJ45)

1P or 2P CR1

Dry contact
To CMSI/UGA

SSS fault synthesis
(ECSAV failure)

HP line in CR1 2 conductors

HP Line :
Power : EOL-20

3x Omnidirectional speakers
20W
IMC 300T VA

Z1.A
240W Maxi

Sales area

EOL-20

3x Omnidirectional speakers
20W
IMC 300T VA

Z1.B
240W Maxi

Sales area

Zone 1 :

Sales area

EOL-20
Z2.A
240W Maxi

Shopping mall

4x Wall Mounted Speakers
15W
MS 530T VA

3x Ceiling 
speaker 6W
CSE 56T VA

Restroom

Zone 2 :

SHOPPING MALL 
+ RESTROOM

EOL-20
Z3.A
240W Maxi

Labs / Storehouse Corridor

Zone 3 :

STOREHOUSE / 
LABS

5x Sound projectors
10W
IMPI 330T VA

5x Wall Mounted Speakers 
6W
CB 56T VA

EOL-20
Z5.A
240W Maxi

EXTERIOR

EOL-20
Z4.A
240W Maxi

Offices / Safe Corridor

Zone 4 :

OFFICES + SAFE

3x Wall Mounted Speakers 
6W
CB 56T VA

4x Ceiling 
speaker 6W
CSE 56T VA

5x Sound projectors
10W
IMPI 330T VA

Zone 5 :

EXTERIOR

POWER ON

SYSTEM OK

FAULT

POWER

NETWORK

SYSTEM

DPN-240D DIGITAL POWER AMPLIFIER

SIG -10dB CLIP PRT

DISABLED AMP FAULT LINE FAULT

CH 1

SIG -10dB CLIP PRT

DISABLED AMP FAULT LINE FAULT

CH 2

Rack

24V Emergency power supply

Battery charger
AES24V MS150

Amplifier
2 x 240W
DPN-240D

Amplifier
4 x 240W
DPN-240Q

DANTE Network
Primary

DANTE Network
Secondary

LAN
Cable S/FTP (RJ45)LAN connection

for configuration from PC

In the sales area

EN 54 4

EN 54 24

Power supply

Electronics

EN 54 24
Electronics

EN 54 24
Acoustics

EOL-20 :
Mandatory end of line elements on the
last HP of each end of line.

1P or 2P CR1

UGA control (monitored contact)
From CMSI ZA1 (GENERAL)

Triggering of evacuation message

EVAMATRIX central unit

DANTE Network
Primary

DANTE Network
Secondary

HP Line :
Power :

HP Line :
Power :

HP Line :
Power :

HP Line :
Power :

HP Line :
Power :
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