PA-6312 / PA-6336 / PA-6348

120/360/480W analog power amps - 100V -
DC 24V - 8/40

INter./! PA-6348 PUBLIC ADDRESS POWER AMPLIFIER
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PA-6348
* Models are available in a variety of 120, 360 and 480W + The PA 6300 series offers outstanding versatility, long
output power in 8/4Q low impedance and in 70/100V term reliability, and a remarkable value for any application.
line. - 400Hz HPF (High Pass Filter)
* They are the installer's choice for sound reinforcement, - -12dB gain adjustment

background music, paging, and public address systems.

« Equipped with low distortion and low noise electronic
circuits, it offers a high signal-to-noise ratio.

+ Output level indicators
+ Thermal Protection

RMS Power (@ THD 19o,1kHz) 120W 360W 480W
4Q / 22V 4Q / 38V 4Q / 43.8V

Output voltage and impedance 41Q / 70V 13.6Q / 70V 10.2Q / 70V
83Q / 100V 27.8Q / 100V 20.8Q / 100V

Bandwidth (+1/-3dB) 70 to 18,000Hz

TH.D <1% < 5%

Signal / Noise >95dB >90dB

High-pass filter -3dB @ 400Hz

Input impedance sensitivity 1V/10kQ balanced

Adjustable input -12dB @ 0dB

Cooling Fan

Operating Temperature -10°C ~+40 °C

Relative humidity ~05%

Power Consumption 130W 450W/ 600W

Power source 100-120VAC ou 220-240VAC ; 50/60Hz, 24VDC

Dimensions (WxHxD) 482 x 132 x 280mm - 3U

Weight 14kg 19kg 22kg
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