SYNOPTIC
PLACES OF WORSHIP
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" |:| o0 COR10 > OB 1P shielded twisted 20.50mm?
O e XLR female / XLR male 4 Recommended: LiYCY-CY
HF microphone set 10m
MICRO-HF EW-D MAIN BAXLR
Rack
ﬁ Cable 1 pair 5/10th NO dry contact
- [ ]2 e CorR 10 - 1P shielded twisted 0.50mm” From CMSI
o0 XLR female / XLR male _ Recommended: LiYCY-CY Mute Sono
HF microphone set 10m
MICRO-HF EW-D CRAVAT BAXLR
Speaker line in U1000R2V
COR 10 1P shielded twisted @0.50mm? Speaker Line:  Z1.A
XLR female / XLR male Recommended: LiYCY-CY Power : 150W Max
10m Column Speakers Zone 1

Unidirectional balanced microphone
MD-510V

20w

CU 320T VA
Speaker Line:  Z2.A
S ® Power : 150W Max
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Speaker Line:  Z3.A
Power : 150W Max

Column Speakers
20W
CU 320T VA

Speaker Line:  Z4.A
Power : 150W Max

Column Speakers
20w
CU 320T VA

Column Speakers Zone 2 :
20w
CU 320T VA FRONT
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